/

THIS DRAWING 15 UNPUBLISHED.

RELEASED FOR PUBLICATION

(C) COPYRIGHT 19

BY AMP INCORFORATED.

ALL RIGHTS RESERVED.

B

? A

FIN DITA —w=

(N

5.5

[.217]
PIN LENGTH

T A\

5. o9
(.oco] MIN
CONTACT PT

|

e

——

MAX

(7

(&)
N

@1 .50

[#.059] Ax

0.36-0.50b

l[n014n022]

1
=

‘*\\\\\\\__

i

OPRING

[.230]

EYELET

+0., 05
—-0.03
—

+noozj
— . 00

20.97

.05

SECTION A—A

D

>

Loc DIST

REVISIONS

AU O [+

LTR DESCRIPTION DATE DWN ARVD

0 REV PER QOG3C-0214-00 18MA YO0

BH | HU

OPRING:
EYELET:

BERYLLIUM COPPER PER QU-C-533.
COPFER PER QQ-C-57b.

GOLD PER MIL-6-45204, TYFE I1, 0.0007b
THE OVER NICKEL PER QU-N-290 0.,000./8
THK ON CONTACT AREA.

[.000030]
L. 00001 1]

MIN
MIN

GOLD FLASH PER MIL-G-45204, TYPE II, O.13um
OVER NICKEL PLATE PER QQU-N-290 O.>Tpm-1.52um
EXT THK.

[.O00005] MIN THK,
[.000020-.000060]

RECOMMENDED HOLE ST/E, PLATED OR UNPLATED:

+0.10 +.004
02 [ZO4O_EOOO]
TO INSURE PROPER SPRING TENSION DO NOT EXCEED A 0.10

HAND 02 70 04
DIFFERENCE IN PIN DIA WHEN CHANGING TO A SMALLER PIN.
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DHN 04 APR 00
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AMP [ncorporated
PA 17105-3608
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DIMENSIONS:

mm CINCHES]

W WYNKOOP Harriskburg.

APVD
W. WYNKOOP

TOLERANCES UNLESS
OTHERWISE SPECIFIED:
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o pLC PRODUCT SPEC

1 PLC
2 PLC
3 PLC
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SOCKET ASSEMBLY, SERIES
- MINTATURE SPRING SOCKET

APPLICATION SPEC

#

4 PLC
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